
4" PVC PLUG
4" PVC FEMALE 

ADAPTER

12"x12" BOLTDOWN
WELL BOX

CONCRETE CASING

EXISTING SURFACE

1'

5'

2' 

1'

FLUSH, THREADED AND SEALED END CAP

4" WELL SCREEN SCH 40 PVC
0.020 SLOTTED

FILTER PACK (POORLY GRADED 0.03 MIN. SAND)

BENTONITE SEAL

ANNULAR GROUT

WELL CASING
4" DIAMETER SCH 40 PVC

+-

+
-

1'+
-

8" WELL BORE

4" PVC FEMALE 
ADAPTER

CONCRETE CASING

EXISTING SURFACE

1'

2"X2"X2" SCH 40 PVC TEE

12" MIN. TOP OF BLDG OR STRUCTURE

15' ±

4"X2" REDUCER

2" FLEXIBLE HOSE TO BLOWER

ACTIVATED CARBON
GPC 3

AS MANUFACTURED BY 
CARBONAIR (OR EQUAL)

HYDROSIL HS-600
(PERMANGANATE 

ZEOLITE)

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

1
4" GALVANIZED VALVE,

STEEL NIPPLE
AND SAMPLE PORT

2" FLEX HOSE
OR PVC TYP

2" SCH 40 PVC
TEMP. MOUNT TO BUILDING OR

OTHER STRUCTURE

4" EXTENSION (MIN.)

2" FLEX HOSE W/ S.S. HOSE CLAMPS

WOODEN PALLET

2" FLEX HOSE
OR PVC TYP

2" FLEX HOSE
OR PVC TYP

5'

2' 

1'

FLUSH, THREADED AND SEALED END CAP

4" WELL SCREEN SCH 40 PVC
0.020 SLOTTED

FILTER PACK (POORLY GRADED 0.03 MIN. SAND)

ANNULAR GROUT

WELL CASING
4" DIAMETER SCH 40 PVC

+
-

1'+
-

SKID MOUNTED SOIL VAPOR EXTRACTION UNIT
MODEL NUMBER CE404/1 AS MANUFACTURED

BY CARBONAIR (OR EQUAL)

ACTIVATED CARBON
GPC 3

AS MANUFACTURED BY 
CARBONAIR (OR EQUAL)

BENTONITE SEAL

8" WELL BORE

(FOR EX3, DEVISE TEMP. MOUNT
TO MAINTAIN PIPING UPRIGHT)
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SCALE: 1" = 1'-0"

UCSF EXTRACTION WELL DETAIL WHEN EXTRACTING 1 2UCSF EXTRACTION WELL DETAIL NOT EXTRACTING
SCALE: 1" = 1'-0"
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